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MANO NUM 300 Series  
High precision digital pressure gauge 
 
Ref : 4036 
Rev : 
 
 
 

DESCRIPTION 
 

This compact digital manometer features a highly accurate and versatile microprocessor-controlled pressure 
measuring instrument, with digital indication.  
The encapsulated piezoresistive pressure transducer has been exposed to intense pressure and temperature 
tests. Its characteristics are stored in an internal EEPROM. 
The manometer’s microprocessor reads the characteristic values and calculates the pressure with an 
accuracy of <0.1% FS at ambient temperature. 
Pressure is measured twice per second and displayed. The upper digits show the real-time pressure, the 
lower digits show the maximum or minimum pressure since last reset.  
 
MESUREX is a sensor manufacturer. We can adapt most sensors to your needs. Please contact us. 
 
 

TECHNICAL CHARACTERISTICS 

PARAMETERS VALUES 

Pressure range / resolution / 
overload 

Pressure range Display resolution Overload resistance 

-1 … 3 bar 

-1 … 30 bar 
0 … 300 bar 

0 … 700 bar 

1 mbar 

10 mbar 
100 mbar 

200 mbar 

10 bar 

60 bar 
400 bar 

700 bar 

Accuracy @RT (ambient) <0,1 %FS 

Total error band (0…50°C) <0,2 %FS 

Storage / operating temperature -20°C…70°C / 0°C…50°C 

Compensated temperature range 0°C…50°C 

Power supply 3V battery, CR 2430 

Battery autonomy 1000 h continuously operating 

Pressure connection 7/16” – 20 UNF (G ¼” adaptor included) 

Protection standard IP65 

Diameter x Length x Width 59 x 95 x 32 mm 

Weight Approx. 125 g 
 

 
 
 

CONTACT 

MESUREX       Tel : +33 (0) 1 30 41 23 62 

13 Rue des Corroyés     Mail : mesurex@mesurex.fr 
78730 Saint Arnoult en Yvelines (France)  Web : www.mesurex.fr  
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