
 [VIBROMETER, FP2149 A] MESUREX 

 

 

05/02/2013 | VIBROMETER 1/2 

 

VIBROMETER  
 
Ref : 2149 
Rev : A 
 
 
 

DESCRIPTION 

This type of sensor is designed for vibration measurements, it can be used in industry for monitoring 
engines-built machine, equipment, walls, ... 
MESUREX offers a wide range of conditioning system for power, the amplification of the signal and the 
display of the sensor, to provide a complete measurement chain. 
 
 

TECHNICAL CHARACTERISTICS 

PARAMETERS              VALUES             NOTES 

SPAN (EM) 0 to 30 mm/s At module output speed 
Permissible overload 20 x SPAN  
Frequency response 0 to 1KHz  
Resonance frequency 1.5KHz  
Sensitivity 0.4 mA/G typ.  
Output signal 4/20 mA  
Precision ± 5 % of SPAN  
Transverse sensitivity < 3% of SPAN  
Offset at 0 G ± 0.2 mA max  
Damping factor 0.7  
Supply 24 Vdc typ.  
Operating temperature  -40 to 120°C  
Storage temperature -40 to 125°C  
Second order low-pass filter 1KHz  
Output Cable gland + cable Length 15 m (standard) 
Degree of protection IP 65  
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ORDERING INFORMATIONS 

 
 

VB32260/30           M  
 

 
 
 
 
 
 
 

• Special options  

OPTION INDICATION 

Cable length Length in meter (M) 
Temperature sensor : platinum probe PT100  

Degree of protection IP65 (standard) 
IP68 

 
 
Example:    VB32260/30P25M 

- Span : 0 to 30mm/s 
- With Platinum probe PT100 
- Cable length : 25 m 

 
 
 

CONTACT 

MESUREX      Tel : +33 (0) 1 30 41 23 62 
13 Rue des Corroyés     Mail : mesurex@mesurex.fr  
78730 Saint Arnoult en Yvelines (France)  Web : www.mesurex.fr  

Temperature sensor  
Blank : without 
P: with PT100 

Cable length 
Customized length 
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