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FC 35-69 Series 
Compression force sensor with mechanical stop 
 

Réf : 3503 
Rev : A 
 
 

DESCRIPTION 

This type of very high-capacity sensor is intended for use in compression. Equipped with a mechanical 
stop, it can accept overloading without being damaged. Additionally, its stainless-steel design ensures 
great robustness. 

 
TECHNICAL CHARACTERISTICS 

PARAMETRES VALEURS NOTES 

Measuring range (EM) 500 N overload : 10x EM (Max) 
Construction material APX4  
Power supply 10 Vcc  
Operating temperature -20°C to 80°C Optional -40°C to 150°C 
Compensated temperature 0°C à 60°C Autre plage en option 
Temperature zero drift 0.5% FS / 60°C  
Sensivity drift < 1% de la valeur lue / 60°C  
Precision ± 0.2% Linéarité + Hystérésis 
Entry impedance 700 Ω  
Exit impedance 700 Ω  
Signal at FS 2 to 3mV / V  
Zero offset 0.5% FS (Max)  
Insulation > 1000 MΩ / 50V  
Output Câble + PE (2m en standard) Longueur à la demande en option 
Calibration Compression optional 
Protection standard IP54 IP65 optional 

 

DIMENSIONS AND WIRING 
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MESUREX      Tel : +33 (0) 1 30 41 23 62 
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